)

I
Il
Il
h

\‘llm

-
l'l|||a||

(““D]
oo
!
>
|||||:l[
i’
|<l[

<
€
(
y

|||||i
N

Installation Guide

Copyright
This manual is published by 42Networks AB, without any warranty. Improvements and changes to this guide necessitated

by typographical errors, inaccuracies of current information, or improvements to programs and/or equipment, may be

made by 42Networks AB at any time and without notice. Such changes will, however, be incorporated into new editions of
this guide.
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1. Introduction

Read this installation instruction carefully before installation. It describes how to
connect the Digital Residential Gateway (DRG) to the Fiber Termination Unit
(FTU) or when installed as stand-alone unit.

The product is located indoor, typically on the subscriber’s premises.

The dust caps of the DRG connector and FTU connector should be removed
before installation.

Please note that this installation guide is intended for experienced person with
knowledge in CPE installations.
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2. Installation

2.1. Installation of the DRG on the FTU

Remove the cover of the FTU by lifting the snap fits on the sides.
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Remove the temporary cover of the FTU. Push on the inside of the cover to
unlock the cover from the base.

Insert the two guiding pins into the FTU, thread pointing down.
Screw the guiding pins into the FTU.

NOTE: Make sure dust-caps are removed from the FTU and DRG before connecting them. When
dust-capes are removed, follow local safety regulations related to optical fiber premises elements.




Example of dust-caps of FTU
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Example of dust-cap of DRG

NOTE: Form and size of the dust-caps of the DRG and FTU units can vary depending on the

used fiber type.

Slide the DRG over the guiding pins.
FTU and DRG snhap onto each other.

Connect the power cord to the DRG unit, make an S-shape with the power cord
in the FTU to prevent accidental removal.
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Connect Ethernet and Telephony cables to the DRG unit according to
instructions in the DRG user guide.

Close the cover when everything is plugged in.




2.2.

Removal of the unit

in the left and right corner.
Note: Make sure the connector has no snap fit that needs to be unlocked.
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To remove the DRG from the FTU, release the snap fits that hold them together

In case of an LC type connector, the connector also is locked. In these cases,
unlock the right side of the DRG unit, then the connector locks and finally the left

side of the DRG unit.

©42Networks AB

42NET-04-169 Rev C



o
N

2.3.
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DRG used as stand alone (on desk)

If the DRG is placed on a surface, place the 4 rubber pads on the bottom.

2.4. Wall mounting of the DRG

Mark the 4 securing points onto the wall by means of the template at the last

page of this installation instruction.

Drill the holes and insert the plugs and screws.
Note: Do not tighten the screws too much; the box has to be placed onto the screws.
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Place the box onto the screws and secure the box by pushing it down or right.

11/12

42NET-04-169 Rev C

©42Networks AB



DRG



